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Steam generator CERTUSS
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Steam generator is stored in a standardised container of 6 m x 2.5 m x 2.8 m. If a boiler is needed for operation, i.e. on “green meadow”, it is possible to provide the steam unit equipped with automatic sludge removal and the ion-exchange station with powerful electrical power unit.
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Our company disposes of two boilers. The first one with the capacity of 500 kg of steam per hour, which is equipped with water treatment device adapted to continuous operation. The steam boiler has an automatic sludge removal system. The boiler is powered by natural gas combustion. 
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The second boiler is a two-stage boiler with maximum capacity of 600 kg of steam per hour. It is equipped with a water treatment device. During regeneration of water in water treatment device and during sludge removal, the boiler must be shut down manually. The boiler combusts fuel oil.
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To set parameters of used water to provide trouble-free boiler operation, the container is equipped with ion-exchange water hardness treatment device. 
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The fuel oil steam boiler includes a two-shell tank with the capacity of 3000 l. 
Technical parameters of the steam generator CERTUSS
AQUATEST a.s. offers two steam boilers CERTUSS.

1. Technical parameters of boilers 
CERTUSS junior 600 

Steam capacity 600 kg/hr 

Heat output 393 kW 

Electric input 2.8 kW 

Boiler weight 950 kg 

Oil consumption 36.8 kg/hr 

Manual sludge removal is necessary. 

Supply water treatment for the boiler is provided by a single-cartridge ion-
exchange station requiring interruption of steam generation for approx.     

3 hours for the restoration period.
CERTUSS junior 500
Steam capacity 500 kg/hr

Heat output 328 kW 

Electric input 2.8 kW 

Boiler weight 950 kg 

Natural gas consumption 36.4 m3/hr

The boiler is equipped with automatic sludge removal unit. 

Supply water treatment for the boiler is provided by single-cartridge ion- 

exchange station enabling continuous operation even during restoration
period. 

The boiler includes an automatic sludge removal unit and automatic water treatment device. The unit may be fully operator-independent for certain period of time. The steam boiler using light fuel oils includes also a fuel tank with the capacity of 3000 l.
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